
BONDING 
PRIMER

Technical Data Sheet
Product description 
: COUNTERTOP IN A BOX BONDING PRIMER is an advanced, 
ultra-fast-drying, water-based acrylic primer designed for ex-
ceptional adhesion. This single-component formula is easy to 
apply, low in odor, and features low VOC content. It is spe-
cifically engineered to bond to challenging surfaces, includ-
ing laminate (Formica). 
 
Advantages 
: Excellent adhesion, even on the most difficult substrates 
Can be top coated with MAJESTIC epoxy products 
Low-VOC 
Virtually odor free 
Non-Yellowing 
Easy application, one component 
Best leveling in its product category 
Excellent defoaming 
Ideal primer for epoxy tabletop or countertop 
resurfacing systems 
 
Uses 
:  Marble-like or any metallic epoxy or countertops directly 
on laminate 
Sealer for wood crafting applications 
Bonding film prior applying epoxy topcoat 
Bonds to wood, metals, most plastics, fiberglass, laminate, 
porcelain, glass, etc 

Cure Time
Pot Life Unlimited

Working Time 20 min

Tack Free 1 hour

Recoat Time 2 hours - 24 hours

FOR PROFESSIONAL USE ONLY!!

Application Data
Packaging 845 mL metal container

Color Clear, White, Black

Shelf Life One year in original unopened 
packaging

Substrate Temp. Min 59° F - Max 86° F

Epoxy Depot, 2700 Cumberland Bldg 4, Lebanon PA 17042, United States, telephone: 1-855-723-7699

Surface Preparation: If working with a laminate surface, begin by sanding it with 60- or 80-grit 
sandpaper to create proper abrasion. After sanding, clean the surface by wiping it with water or 
isopropyl alcohol (IPA), and allow it to dry completely. 
All surfaces must be clean, dry, and free from grease, oil, paint, curing compounds, or any other 
contaminants that could interfere with adhesion. Make sure the surface is thoroughly cleaned 
and that its pores are open to allow for proper product penetration. Opening the pores typically 
requires sanding prior to application. For non-standard or unconventional substrates, always 
verify compatibility and adhesion by performing appropriate tests. If there is any uncertainty 
about the surface preparation, conducting an adhesion test is strongly recommended. 
 
Mixing: Blend thoroughly until a fully uniform mixture is achieved, particularly when combining 
black and white to produce a gray tone. Up to 15% water may be added to improve workability 
and ease of application. Keep in mind that adding water to a pigmented product will reduce its 
opacity. 
 
Application: Apply the product when both air and surface temperatures are between 15°C 
(59°F) and 30°C (86°F). Application outside of this range is possible, but curing performance 
may be impacted. 
Each coat should be applied at a wet film thickness of 3 to 4 mils, which corresponds to a cover-
age rate of approximately 400 to 535 sq. ft. per gallon, or 90 to 120 sq. ft. per 845 ml. Applying 
the product below the recommended thickness may result in reduced adhesion. Adding up to 
15% water can help improve application and flow. 
Two coats are recommended to achieve a consistent, opaque finish, although one coat may be 
sufficient if the substrate is not dark in color. Use a dip-and-roll method with a foam roller for 
best results. Avoid using a standard low-nap roller, as it can create an orange peel texture and 
make sanding more difficult before applying the epoxy flood coat. 
For best coverage, apply the product using a “W” pattern. Roll evenly without applying excessive 
pressure, and avoid creating thick areas or ridges, as these will take longer to cure and may re-
main visible after drying. 
 
Clean-up/Storage: Clean tools and equipment using warm, soapy water. Once the product has 
fully cured, it can be disposed of without special restrictions. Uncured material should be kept 
in a properly sealed container and disposed of in accordance with applicable local, state/provin-
cial, and federal regulations. 
 
Important Notice: The information provided herein is offered in good faith and is considered 
accurate at the time of publication. However, since conditions of use and application methods 
are beyond the control of Countertop in a Box, no warranties or guarantees—either express or 
implied—are made regarding the results obtained from using this product. It is the user’s re-
sponsibility to determine whether the product is suitable for their intended application and to 
perform appropriate testing before full-scale use. Countertop in a Box reserves the right to up-
date product formulations, specifications, and technical data without prior notice as part of con-
tinuous product development and quality improvement. Countertop in a Box shall not be held 
liable for any direct, indirect, incidental, or consequential damages arising from the use or inab-
ility to use this product. For the most up-to-date product information, technical assistance, or 
clarification of product limitations, users should contact Countertop in a Box directly. 
 
Limitations This product is not intended for flooring applications and must be applied to a dry 
substrate. Do not use on surfaces with high moisture or humidity levels. Elevated humidity can 
extend curing times. 
 
While the product can be applied within a specified thickness range, thicker applications will re-
quire longer curing times. Do not exceed the recommended thickness. Temperature also plays 
a significant role in curing—lower temperatures can substantially delay the process. Avoid ap-
plying the product to hot surfaces. 
 
Sanding is recommended prior to applying a flood coat to ensure proper adhesion. For best 
and most consistent results, store the product at room temperature.

Technical Properties
Solids Content Clear 37% 

White 57% 
Black 43%

Viscosity Clear 2000 +/- 100 cps

VOC 76 g/l


