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Product description

: A one-component, moisture-cured aliphatic poly-
urethane designed to provide a durable, high-per-
formance protective coating. Once cured, it forms a
hard, hidc;h-gloss film that combines excellent abra-
sion and wear resistance with flexibiligl. Available as
a clear or pigmented topcoat, the product can also
be formulated with a satin additive to achieve a me-
dium-gloss appearance. Its self-priming formulation
is odorless and contains zero VOCs and HAPs, mak-
ing it well suited for applications where low emis-
sions and minimal odor are important. The UV-
stable polyurethane provides excellent resistance to
sunlight and outdoor exposure without chalking or
yellowing. It also delivers outstanding resistance to
a broad range of chemicals, including acids, bases,
oils, and organic solvents. Engineered for demand-
ing environments, the coating provides exceptional
wear resistance and durability, exceeding the per-
formance of conventional polyaspartic, solvent-
based urethane, and epoxy coating systems.

Advantages

: Solvent-free

No VOC's

One-component

High gloss, odorless

Aliphatic, UV stable, non-yellowing

Great topcoat for concrete countertops, stained
floors, epoxy flake systems, and quartz * High chem-
ical, mold, and fungus resistance

Excellent abrasion resistance properties

Uses

: Breweries

Distilleries

Manufacturing

Locker rooms and restrooms
Warehouses

Fire and Police stations
Laboratories

Outdoor Logos/Decorative Concrete
Chemical Plants

Aircraft Hangers

Automotive Repair

FOR PROFESSIONAL USE ONLY!

Technical Data Sheet

CHEMICAL RESISTANCE

Test Procedure; ASTM D-1308 @72°F
R = Recommend

QR = Quickly Remove (within 2 hrs)
NR = Not Recommend

Acetone R Red Wine R
Aniline R Vinegar R
Anti-Freeze R 10% H202 'R
Brake Cleaner R Mustard R
Brake Fluid | R 85% H3PO4 | QR
Diesel Fuel R 10% Nitric Acid | QR
gasoline R 25% Acetic Acid | R
Hydraulic Fluid R 25% HCI | R
IPA R Ketchup R
Jet Fuel | R Household Bleach | R
MEK R Urine R
Motor Oil R 25% Sulfuric Acid R
Salt Water R Alcohol | R
Skydrol | R lodine | R
Xylene R Blood | R

Application Data

Clear Coat/Matte Finish Acid-

400-500 sq ft per gallon Existing
stained/Prepped Concrete 6

Coated Surface: 600-700 sq ft
per gallon

Color Coat Coated

400-500 sq ft per gallon
Surface/Prepped Concrete




Surface Preparation: Existing Coatings

Existing coatings must be firmly bonded, clean, dry, and free of oil, grease, dirt, wax, and other contaminants.
Mechanically abrade the surface using 120-320 grit sandpaper to promote proper intercoat adhesion. Thoroughly
v?cuum the surface to remove all sanding dust and debris. Do not wet-clean the substrate immediately prior to ap-
plication.

Acid-Stained Concrete

Acid-stained concrete must be properly cleaned and neutralized in accordance with the acid stain manufacturer's
recommended procedures. The surface must be completely dry and free of stain residue, salts, dust, and other
contaminants before application of the topcoat.

Bare Concrete

Bare concrete must be mechanically prepared by diamond grinding or shot blasting to achieve a surface profile
equivalent to ICRI CSP 2-3. Concrete must be a minimum of 28 days old, structurally sound, clean, and completely
dry prior to application.

Primer
For applications reguiring increased film build or additional moisture protection, a compatible 100% solids epoxy
primer may be used prior to application of the topcoat.

Application: Surface Conditions

The substrate must be clean, dry, and free of all contaminants IErior to application. This product is moisture-sensit-
ive and will react with residual moisture in the substrate, which may result in bubbling, foaming, or other film de-
fects during cure. The product is best applied when ambient and substrate temperatures are between 50°F and
85°F, with relative humidity between 20% and 60%.

Substrate Moisture

Excessive substrate moisture may adversely affect the coating. The substrate moisture vapor emission rate must
not exceed 3 |bs./1,000 sq. ft. per 24 hours, as determined by the calcium chloride test in accordance with ASTM
F1869. When using a moisture meter, the substrate moisture reading must not exceed 1%.

Application

Apply the product in a thin, uniform film using a 3/16"-1/4" nap, non-shedding knit roller. When using a squeegee,
spread the material evenly to a thin film and immediately back-roll with the specified roller. Avoid excessive film
thickness and do not allow material to puddle, as excessive build may trap air and moisture within the coating and
result in bubbling or foaming. The maximum dry film thickness per application is 4 mils. Do not exceed the recom-
mended application thickness. Maintain the container closed as much as possible during application to minimize
exposure to atmospheric moisture. Coverage rates will vary depending on substrate conditions and application
method. Refer to the Coverage Rate section of this TDS for recommended coverage rates.

First aid: General: Remove contaminated clothing and wash thoroughly before reuse.

Inhalation: Move the affected person to fresh air and keep them comfortable and at rest. If breathing is difficult,
provide appropriate respiratory assistance. Seek medical attention if symptoms persist or worsen.

Skin Contact: Remove contaminated clothing. Wash affected skin thoroughly with soap and water. Seek medical at-
tention if irritation develops or persists.

Eye Contact: Immediately flush eyes with plenty of clean water for at least 15 minutes, keeping eyelids open. Re-
move contact lenses, if present and easy to do, and continue rinsing. Seek medical attention if irritation persists.

Important Notice: The information contained herein is provided in good faith and is believed to be accurate at the
time of publication. However, because conditions of use and application methods are beyond the manufacturer’s
control, no guarantee or warranty, expressed or implied, is made as to the results obtained from the use of this
product. Users are responsible for determining the suitability of the product for their specific application and
should conduct appropriate testing prior to full-scale use. The manufacturer reserves the right to modify product
formulations, specifications, and technical data without prior notice as part of ongoing product development and
quality improvement efforts. The manufacturer shall not be liable for any direct, indirect, incidental, or consequen-
tial damages resulting from the use or inability to use this product. For the most current product information, tech-
nical support, or clarification of product limitations, users should contact the manufacturer directly.

Limitations: This product is highly sensitive to moisture, alcohols, and liquid epoxy materials. Contact with these
materials may result in product failure, excessive heat generation, foaming, or other adverse reactions during mix-
ing and application. Avoid contamination with alcohol-containing materials, including isopropyl alcohol (IPA) and
benzyl alcohol. Contact with liquid epoxy materials may also cause excessive heat generation and product failure.
Do not reuse previously opened containers. Once opened, the product is exposed to atmospheric moisture and be-
gins to react chemically. Keep containers tightly sealed whenever possible and minimize exposure to ambient air.
Do not transfer the product to another container prior to mixing or application unless sp
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